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FILE NAME: ITL86070.IES

TEST: ITL86070

MANUFACTURER: STONE LIGHTING LLC

LUMINAIRE CATALOG: WS225FWBZQ18

LUMINAIRE: FABRICATED DARK BRONZE METAL WALL MOUNTING/DIFFUSER AND
SOCKET BRACKETS, 3-PIECE TRANSLUCENT WHITE FROSTED PLASTIC
DIFFUSER. OPEN BACK, TOP AND BOTTOM. DIFFUSER FROSTED SIDE OUT.

LAMP: TWO 18-WATT DOUBLE TWIN TUBE COMPACT FLUORESCENTS,
STONE LIGHTING LMPQ18N FLD/E, VERTICAL BASE-DOWN POSITION.

BALLAST: FULHAM NPY-120-213-CFL

INPUT ELECTRICAL: 120.0 VOLTS, 27.8 WATTS, 0.399 AMPS

MOUNTING: WALL

CLIENT STATES LAMPS PROVIDED FOR TESTING HAVE BEEN SEASONED
FOR A MINIMUM OF 100 HOURS.

ABSOLUTE LUMENS: 420

TILT=NONE

IES Viewer 3.3A. Legotin (C) 2014

IES Viewer 3.3
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Type CLamp=2 420 lm
Max=435 cd
P 2x14=28 W
Multiplier=1
Degree=0

Box 0.833333x0.3125x0.833333 feet


