Monopoint Canopy:
Scan this QR for
Canopy information.

Optics

Mouth blown transparent glass spheres with internal

optics that create an elegant glass distortion.

Brushed Brass, Bronze, Polished Nickel
or Satin Nickel metal finish options.

LED or Halogen MR16 lamping.
LED 4W MR16 Bulb finish in Black or Silver.

AM amber
CR clear

LIGHTING

AM

<4 D4 LED MR16 4W, 12V, 97 CRI,
3000K, 310 Lumens, Dimmable

<] M3 Halogen MR16 35W, 12V, 100 CRI,
2700K, 500 Lumens

Aw ss M3 M

110V Input Voltage (110-277V Universal, Consult Factory).

12V Output Voltage.
4.3"@ x 0.42" Monopoint Canopy (CPEJRNT1).
Standard coax length is 96".

Dimmable with ELV dimmer.

224 Commerce St. Suite A3, Broomfield, CO 80020

Ph. (812) 240-0400

BB brushed brass
BZ bronze

PN polished nickel
SN satin nickel

M monopoint canopy
R monorail adapter
C cable adapter
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LIGHTING

Shown:
CH11607AMSNM3
includes

(1) CPEJRN7SNHAL

(7) PD116AMSNM3)J
Optics Pendant in Amber
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