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Crosshatch Wall

Crosshatch socket with LED Bulbs from Penny Lane 
Collection. Bulbs offered in amber, clear and smoke glass. 

Smoke glass is only offered for S165 Bulb. 
T60 Bulb is only offered in Clear glass.

Brushed Brass or Satin Nickel metal finish options.
For custom finishes consult factory.

LED COB 3.5W, 90 CRI, 120 Lumens, 2000K (AM) or 2200K 
(CR, SM), E26 Base, Average Life 30,000 hours.

120V Input Voltage.

MB6 Lamp not included.

Dimmable with Triac and ELV dimmer,
not compatible with 0-10V dimming controls.

Model

WS988

S165

AM
CR
SM

amber
clear
smoke

SM
Bulb ColorBulb

BB
SN

brushed brass
satin nickel

SN
Finish

G125

MB6
S165

ST64

T60

LED G125 Bulb COB 3.5W, 110-130V, 90 CRI,
2000K (AM) or 2200K (CR), 120 Lumens, E26
Medium Base Incandescent 60W, 120V, E26
LED S165 Bulb COB 3.5W, 110-130V, 90 CRI,
2000K (AM) or 2200K (CR, SM), 120 Lumens, E26
LED Vintage Edison COB 3.5W, 110-130V, 90 CRI,
2000K (AM) or 2200K (CR), 120 Lumens, E26
LED T60 Bulb COB 3.5W, 110-130V, 90 CRI,
2200K, 120 Lumens, E26


